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TWIN DIODE—REMOTE-CUTOFF PENTODE 


GENERAL DATA 


Electrical: 


Direct Interelectrode Capacitances:° 
Pentode Unit: 
Grid No.1 to Plate 


Diode-No.1 Plate to Grid No.1 
Diode-No.2 Plate to Grid No.1 


© with external shield connected to cathode. 


echanical: 


Maximum Overall Length 


[Max imum Seated Length 


Basing Designation for BOTTOM VIEW 

Pin 1-Heater Pin 6- Pentode 

Pin 2- Pentode Grid No.1 
Plate Pin 7- Cathode, 

Pin 3- Diode-No. 2 Pentode 
Plate Grid No.3 

Pin 4- Diode-No.1 Pin 8- Heater 
Plate Plug - Base 

Pin 5- Pentode Shel] 
Grid No.2 


PENTODE UNIT 
AMPLIFIER- Class Ay 


aximum Ratings, Design-Center Values: 


RID-No.2 (SCREEN) VOLTAGE 
RID-No.2 SUPPLY VOLTAGE 


CRI D-No. 1 (CONTROL-GRID) VOLTAGE: 
Positive bias value 

PEAK HEATER-CATHODE VOLTAGE: 
Heater negative with respect to cathode. 
Heater positive with respect to cathode. 


(continued on next page) 


p Nominal voltage = 7.0 volts. oo Nominal current = 0.32 ampere. 


«indicates a change. 
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TWIN DIODE—REMOTE-CUTOFF PENTODE 


Typical Operation and Characteristics: 


Plate Voltage. .. 
Grid-No.2 Voltage 
Cathode-Bias Resistor 


rid-No.1 Bias (Approx.) for 
transconductance of 2 mhos 


jaximum Ratings, Design-Center Values: 
PLATE CURRENT (For Each Diode} 
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